1/18 



Restaurant 
Information 




FIG. 1 



3/18 



-105 



-110 



-115 



Restaurant 




Weather 




Portals 


Information 




Information 






FIG. 3 



4/18 




5/18 




FIG. 5 



6/18 





^ 280 ^ 282 


^ 284 


^ 286 


^288 


/ 












I 

N 
T 
E 
R 




Data 
Collection 
Module 
(DCM) 




Behavior 
Analysis 
Module 
(BAM) 




Service 
Development 
Environment 

(SDE) 




Real-time 
Delivery 
Module 
(RDM) 






F 
A 




^290 


^292 


^294 


^296 




C 
E 

M 

0 
D 
U 




Rules 
Develpoment 
Environment 

(RDE) 




Business Data 
End User 
Subscription 
Module (BDSM) 




Service 
Execution 
Module 
(SEM) 




Performance 
and Charging 

Module 

PACM) 










/ 


^-298 






L 
E 




Operation and Maintenance Module (OAMM) 

















FIG. 6 



7/18 



31(K 



315 



,325 



Intelligent 
Module 



-340 



Subscription 
Database 



330 



Event 
Reception & 
Processing 
Module 



-345 



Validation 
Module 



,350 



Data 
Collection 
Module 



-355 



Event 
Forwarding 
Module 



-320 



-335 



Charging 
Module 



Operation and Maintenance Module (OAMM) 



FIG. 7 



8/18 




9/18 




-420 



-410 



B2B 
Engine 



-292 



WISE Portoh- 
or ^ 
Dummy Portdf 



-424 
-422 



-422A 



0 & M 



—415 



FIG, 9 



10/18 




11/18 




12/18 



ME 

_L 



554 



^556 



-558 



SIM 



| SIM Initialization as per GSM11.11 ~| 



-560 



SIM Service Table indicates Proactive SIM | 



STATUS /^562 



Status Words 1 & 2=91'/ 



-566 



FETCH 



-568 



SEND SHORT MESSAGE 



SHORT 
MESSAGE 
SENT 



V^870A 



—572 

Terminal Response (OK) 



Status Words 1 & 2=' 90' ^-574 
^ — 576 



578- 



STATUS 



Status Words 1 & 2= 90 



^584 



SIM 
App. 



552 



Trigger 



-564 



ON_SMS_FLAG=0 



SEND SHORT MESSAGE 

V_570 



lON_SMS_FLAG=Tl 



Trigger 



-580 



582- 



If 

ON_SMS_FLAG=1 
Send HEARTBEAT SMS, 
if necessary change polling 
interval 



FIG. 12 



13/18 



/552 



554 



^-558/560 



SIM 
I 



556 



SIM 
App. 



SIM Initialization as per GSM 11. 11 & 
SIM Service Table indicates Proactive SIM 



SET UP EVENT LIST (Location 



Perform 
Location 
Update 



-584A 



Set location update status 
to 

'UPDATED' in EFF L QC1 



-586 



ENVELOPE (EVENT 
DOWNLOAD(Location status)) 



-588 



Status Words 1 & 2=91 



FETCH 



^-590A 
^592 



SHORT 
MESSAGE 
SENT 



SEND SHORT MESSAGE 

^593 



-594 



SET UP EVENT LIST (Location 



Terminal Response (OK)/"592 



Status Words 1 & 2='90' 



FIG. 



-584 



Trigger 



-588A 



SEND SHORT MESSAGE 

^-590 



13 



14/18 




15/18 



>2 



^ 658^ 

VLR MAP 

656 7 



654. 



656 



HLR 
(MA) 



\ MAP. 



gsmSCF 



VLR 



gg2y B2B Engine 
^660 



FIG. 15 



16/18 




FIG. 16 



18/18 




